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The Sydney Desalination Plant
The new Sydney Desalination Plant is located on the Kurnell Peninsula, 
bounded by Botany Bay and the ocean in NSW.

The desalination plant has been commissioned by Sydney Water and is 
being delivered by Blue Water, a joint venture between John Holland and 
Veolia. The 18 km pipeline that will distribute the water produced at the 
plant is being built by the Water Delivery Alliance. This group includes 
Sydney Water, Bovis Lend Lease, McConnell Dowell, Kellogg Brown & Root, 
Worley Parsons and Environment Resources Management.

The Sydney Desalination Plant will be capable of supplying up to 15% of 
Sydney’s water requirements. The plant will take seawater and produce 
fresh water via a process called the reverse osmosis system. This involves 
an initial screening and filtering process and then the seawater is pushed at 
a very high pressure through reverse osmosis membranes. There are 36,000 
membranes in the Sydney Desalination Plant! The membranes remove salt 
and other particles, leaving only fresh water to pass through to the other 
side. The resulting fresh water is stored in tanks prior to distribution and 
treated in the same manner as water from natural catchment areas. The 
by-product of the process is a seawater concentrate (also known as brine) 
that is twice as salty as natural seawater and slightly higher in temperature. 
This brine is then released back into the ocean and the process has been 
designed to have minimal impact on the surrounding environment.

Powering Up The Green Way
In keeping with the overall objective of the project to minimise its 
environmental footprint, the power required to run the plant is being offset 
by the construction of a 67 turbine wind farm at Bungedare, NSW. The wind 
farm is being built by Renewable Power Ventures and will have a capacity of 
140 MW. This will increase the production of wind power in NSW by 700%. 
The aim is to ensure that the plant offsets 100% of its power with the 
development of renewable power resources.

Nuts and Bolts of the Structural Side
The reverse osmosis building is the heart of the Sydney desalination project. 
The building is 235m long and 75m wide. For those from the “rectangular 
pitch states”, that equates to approximately two football fields. There are 
also other associated assets, such as a prescreening facility, piping and 
supports, water storage tanks and others.

The project requires over 60,000 cubic metres of concrete, 13,500 tonnes of 
reinforcement steel and 3000 tonnes of structural steel.

Australian Made for Australian 
Conditions
An important aspect of the structural steel in the reverse osmosis plant is 
that it was sourced, fabricated and galvanized in Australia. The capability of 
the local steel industry coupled with the ingenuity and coordination skills of 
Alfasi Steel Constructions and the galvanizer meant that the project was 
able to proceed smoothly. The access of all the stakeholders to each other 
played a significant part in the success of the project.

Using a local supplier also made sense to Alfasi. “The galvanizer would 
come and pick up the steel once a day from the workshop during normal 
times. However, if things got really busy or deadlines were tight, then they 
would come twice a day. Occasionally, one day turnaround was required and 
we always found that their people were happy to help out. We could send 
our transport there ready to pick up the steel for Sydney and they would 
make sure it was ready for us.”

The GAA found that everything went smoothly with these Australian 
companies dealing with each other and supplying a major local infrastructure 
project. Of particular interest was the fact that employees found that it gave 
them something tangible to be proud of and say, ‘we did that’. The hot dip 
galvanizing industry prides itself on its service and the project showed what 
Australian industry can do when it’s given the opportunity.

Both Alfasi and the galvanizer showed that local product and local industry 
are able to meet the demanding and exacting requirement of challenging and 
iconic infrastructure projects.

As the galvanizer was a member of the GAA, they had access to all the 
technical support and other services that are provided as part of their 
membership. Customers of GAA members also have access to this valuable 
resource and this provides them with the security of knowing that their 
suppliers have access to all of the latest up to date technical information. It 
can be disappointing when projects have problems with imported product 
only to find that there is a lack of support and then experts such as the GAA 
are expected to assist in remediation and/or design modifications. Members 
contributing to the GAA provide funding for research, technical services, 
education and work in other areas. This shouldn’t be dismissed lightly by 
those involved in large infrastructure projects.

Now in Sydney, they can all drink to that for well into the future!

Structural steel at the Sydney Desalination Plant

Sydney Desalination Plant (courtesy of Sydney Water)

Logistics played a large part in the project. Galvanized steel can cope with transportation 
due to its robustness

Beating Corrosion –  
How Did They Do It?
As discussed, the reverse osmosis building is a very large structure and its 
coastal location and application make durability a critical part of its design. 
A steel portal frame building was assessed as the most practical economic 
design due to its large area and the wide spans required to house the 
necessary plant and equipment. However, the coastal nature of its location 
required that a superior corrosion protection system was specified and used 
to ensure durability, economical operation and minimal maintenance, all 
while keeping the initial cost as low as possible.

Galvanized steel was used for practically all of the structural and associated 
steelwork. The use of galvanized steel meant that the fabrication could be 
done offsite. This increases the speed of fabrication and considerably 
reduces the number of people required onsite. The flexibility of galvanized 
steel was also important because the project was fast-tracked and speed of 
fabrication and erection are inherent advantages of such a structural system 
that requires corrosion protection. 

Coincidentally, the GAA had only recently finished a survey of galvanized 
steel on some of the port terminals in Botany Bay. The data showed that 
galvanized steel light towers on the water’s edge had performed well 
without maintenance for over 27 years and there was still a significant level 
of protection remaining.

Where extra protection was required due to the aggressiveness of specific 
microclimates within the plant, then the galvanized steel was over-coated 
with an epoxy mastic paint.

The flexibility and ease of use of galvanized steel is demonstrated by the fact 
that although a substantial amount of steel was galvanized in NSW, a 
significant amount of the fabrication and galvanizing was undertaken 
outside of Sydney. In fact, the major structural items in the reverse osmosis 
plant, about 1600 tonnes of steel, were fabricated by Alfasi Steel 
Constructions and galvanized in Melbourne. The excellent cooperation and 
logistical coordination between Alfasi and the galvanizer resulted in the 
fabrication, galvanizing, transport and erection all being conducted in a 
timely and economical manner.

Bill Matanas was the Project Engineer for Alfasi Steel Constructions. “The 
cooperation between the two organisations meant that from a coatings 
viewpoint, this was one of the easiest projects for me to manage despite its 
large size and being interstate. We worked really well with the galvanizer.”

 Literature on Hot Dip Galvanizing
 Please forward the following literature:

 NEW AFTER FABRICATION HOT DIP GALVANIZING TECHNICAL CD
This new CD has been designed to assist specifiers, materials engineers, 
designers, consultants and fabricators to protect and improve their steel products. 
All important aspects of the galvanizing process and properties are covered 
including case studies. This easy-to-navigate CD details the design and 
specification of galvanized products, fabrication and erection methods including 
bolting and welding, and the painting of galvanized steel surfaces. 
(Free of Charge)

 NEW SAFETY IN VENTING WALL CHART 
This chart outlines certain rules that must be followed when designing 
components for galvanizing. Adoption of these design practices for venting and 
draining will ensure the safety of galvanizing personnel and produce optimum 
quality galvanizing. 

 (Free of charge)

 HOT DIP GALVANIZING MAGAZINE
 AN INTERNATIONAL JOURNAL FOR USERS OF GALVANIZING 

Please add my name to the mailing list to receive this quarterly journal which 
records and illustrates the outstanding galvanized steel innovations in the world 
today.  Published by Galvanizers Association UK. 

 (Free of charge)
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NSW
Albury Galvanizing Pty Ltd 

Galvanising Services Pty Ltd 

Galvanising Services (Coffs Harbour) Pty Ltd

Galvatech Pty Ltd 

Sydney Galvanizing Pty Ltd 

NT 
Darwin Galvanizing Pty Ltd

QLD
National Galvanising Industries 

OneSteel Australian Tube Mills

Pollards Galvanizing Pty Ltd 

Sunstate Coatings Pty Ltd 

SA
Adelaide Galvanising Industries Pty Ltd

Korvest Galvanisers 

VIC
Furphy Galvanizing 

GB Galvanizing Service Pty Ltd (Bayswater)

GB Galvanizing Service Pty Ltd (Dandenong)

Geelong Galvanizing Pty Ltd 

Kingfield Galvanizing Pty Ltd 

WA 
Hartway Galvanizers 
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Western Galvanisers 
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Structural steel showing extra corrosion protection at base of columns

Project team: 

Client: Sydney Water
Project Management: Blue Water JV
Structural Engineering: SKM/Maunsell (AECOM) JV
Steel Fabrication: Alfasi Steel Constructions
 KERMAC Welding and Engineering
 New World Engineering
 Silo Constructions
 S & L Steel
Coating: Australian Hot Dip Galvanized Steel
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For more information on case studies and the successful use of  
local galvanized steel in major projects or any general queries on 
corrosion, then please feel free to contact the GAA or your local  
GAA member company. 
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